STUCKADE BUILDINGS

FLUSH FRAME WALL SECTION

NAIL FASTENED ROOF PANELS (SCREWS OPTIONAL)

RECESSED 2x4 NO.2 SO, PINE OR BETTER ROOF
PURLINS 24 0.C. PER SPECIFIED LOADING.

1x2 LEDGER BOARD NAILED AT PURLIN CENTERS
CLEAR SPAN WOOD TRUSS

2x6 BEVELED EAVE BOARD

EW PAINTED STEEL GUTTERS AND DOWNSPOUTS
Y
9 (2 1/27x5-1/2" MACHINE BOLTS & (8) 16 THS
= (THREADED HARDENED-STEEL) NAILS FOR
17 [ ] j EAVE-LOC CONNECTION,
e e
o 2x6 WALL GIRTS SPACED 24” OC. (TYP)
4
a
o (3> 2x6 NO. SO. PINE NAIL & GLUE LAMINATED
@ UPPER WALL COLUMN W/ 2x6x22-1/2° BLOCKS
Z FACTORY LAMINATED TO ACCEPT WALL GIRTS.
: /]
= WALL & RODF PANELS ARE ASTM A793, GRADE E
= | STEEL (80,000 PST MINIMUM YIELD STRENGTH
= WITH GALVALUME SUBSTRATE OF 29 GA. NOMINAL
= THICKNESS AND ROLL FORMED WITH 3/4° TALL
5 PRIMARY RIBS AT 9 OC. PANEL COATING IS A
o 4 KYNAR 500/HYLAR 5000 FLUROPON PAINTED SYSTEMS
4 4 UTILIZING 70% PVDF (FLUROPOLYMER) RESIN AND
o 4 CERAMIC PIGMENTATION,
zZ
5
E] = CENTER LAMINA CUT-DFF OF FOUNDATION COLUMN,
2
5 _ 4
< s
2 g ——— NAIL FASTENED WALL PANELS (SCREWS OPTIONAL
%l —
=z N
Eg i Sﬁ CONCRETE FLOOR (BY OTHERS)
gs L
)
z5 — (2) 2x6 S4S L-D SPLASHBOARD TREATED TO 04 PCF
83 / NET RETENTION OF CCA TYPE I1I, DXIDE TYPE,
SB3 PAINTED STEEL BASE TRIM W/ 1-1/2° BACK
LEG ATTACHED TO TOP 2x6 OF L-D SPLASHBOARD.
< 0-GRADE
CLEAN FILL COMPACTED IN 87 LIFTS
— i
=t (3) 2x6 NO. SO, PINE FOUNDATION COLUMN
B TREATED TO 08 CCA PCF NET RETENTION
EN OF CCA TYPE III, OXIDE TYPE, KILN DRIED
sz AFTER TREATMENT,
e
78 1/27x10" ANCHOR ROD
N2
G 1204 MINIMUM DRYMIX CONC. FOOTING.
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STUCKADE BUILDINGS

STANDARD FRAME WALL SECTION

NAIL FASTENED ROOF PANELS (SCREWS OPTIONAL)

RECESSED 2x4 NO.2 SO. PINE OR BETTER ROOF
PURLINS 24 0O.C. PER SPECIFIED LOADING.

1x2 LEDGER BOARD NAILED AT PURLIN CENTERS
CLEAR SPAN WOOD TRUSS

2x6 BEVELED EAVE BOARD

PAINTED STEEL GUTTERS AND DOWNSPOUTS

Lono

(@) 1/2"x5-1/2" MACHINE BOLTS & (8) 16d THS
(THREADED HARDENED-STEEL> NAILS FOR
EAVE-LOC CONNECTION,

Y
2x6 WALL GIRTS SPACED APPROX. 30" O.C.

ar
2x6-2x8-2x6 NO.1 SO. PINE NAIL & GLUE
/ LAMINATED UPPER WALL COLUMN,

WALL & ROOF PANELS ARE ASTM A793, GRADE E
STEEL (80,000 PSI MINIMUM YIELD STRENGTH>

WITH GALVALUME SUBSTRATE OF 29 GA. NOMINAL

Il THICKNESS AND ROLL FORMED WITH 3/4" TALL
PRIMARY RIBS AT 9” O.C. PANEL COATING IS A
KYNAR 500/HYLAR 5000 FLUROPON PAINTED SYSTEMS
UTILIZING 70% PVDF (FLUROPOLYMER> RESIN AND
CERAMIC PIGMENTATION,

<

CENTER LAMINA CUT-DOFF OF FOUNDATION COLUMN,

NAIL FASTENED WALL PANELS (SCREWS OPTIONAL>

NOMINAL BUILDING HEIGHT FROM 0-GRABE——
.

CONCRETE OR FILL WILL CREATE A CLEARANCE
HEIGHT LESS THAN THE NOMINAL BUILDING HEIGHT.

CUT-OFF

NET RETENTION OF CCA TYPE III, OXIDE TYPE.

FOUNDATION

SB3 PAINTED STEEL BASE TRIM W/ 1-1/2° BACK
LEG ATTACHED TO 2x8 SPLASHBOARD.

0-GRADE

/ 2x8 S4S SPLASHBOARD TREATED TO 0.4 PCF

CLEAN FILL COMPACTED IN 8" LIFTS

2x6-2x8-2x6 NO.1 SO. PINE FOUNDATION COLUMN
TREATED TO 0.8 CCA PCF NET RETENTION

OF CCA TYPE III, OXIDE TYPE, KILN DRIED
AFTER TREATMENT.

MINIMUM

EMBEDMENT DEPTH

N

|——— 1/2"x10" ANCHOR ROD

™
[
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ﬁ 120# MINIMUM DRYMIX CONC. FOOTING.

SECTION “A’—"A"




